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Abstract

The magnetic implosion of a high-Z quasi-spherical shell filled with DT fuel by
the 20-MA Z accelerator can heat the fuel to near-ignition temperature.    The attainable
implosion velocity on Z, 13-cm/µs, is fast enough that thermal losses from the fuel to the
shell are small.    The high-Z shell traps radiation losses from the fuel, and the fuel
reaches a high enough density to reabsorb the trapped radiation.    The implosion is then
nearly adiabatic.  In this case the temperature of the fuel increases as the square of the
convergence.   The initial temperature of the fuel is set by the heating of an ion acoustic
wave to be about 200-eV after a convergence of 4.  To reach the ignition temperature of
5-keV an additional convergence of 5 is required.   The implosion dynamics of the quasi-
spherical implosion is modeled with the 2-D radiation hydrodynamic code LASNEX.
LASNEX shows an 8-mm diameter quasi-spherical tungsten shell on Z driving 6-
atmospheres of DT fuel nearly to ignition at 3.5-keV with a convergence of 20.   The
convergence is limited by mass flow along the surface of the quasi-spherical shell.   With
a convergence of 20 the final spot size is 400-µm in diameter.
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Adiabatic Quasi-spherical Compressions Driven by Magnetic
Pressure for Inertial Confinement Fusion

I. Introduction

The concept of an adiabatic quasi-spherical compression is well known in the field
of magnetized target fusion (MTF). (1) In MTF the DT fuel is magnetized to limit
thermal conductivity from the fuel to the imploding shell.  Typical implosion velocities in
MTF are 1-cm/µs.   Such implosions have been done on SHIVA. (2)

On the pulsed-power driver Z (20-MA, 100-ns) it is possible to fabricate quasi-
spherical loads that implode at 13-cm/µs.  (3) This is fast enough that thermal losses do
not prevent ignition.    If the imploding quasi-spherical shell is a high Z material, such as
gold or tungsten, the kinetic energy of implosion can be efficiently coupled to internal
energy of the DT fuel, and the implosion is adiabatic.    An adiabatic implosion
efficiently couples the energy of pulsed-power drivers such as Z into internal energy of
fusion fuel.

Other approaches to driving fusion with pulsed power include the dynamic
hohlraum, (4,5,6), the Z-pinch driven hohlraum (7), and the static-wall hohlraum (8)
concepts. In all of the above approaches radiation is used to drive an ICF pellet, and the
pellet is designed for isentropic compressions. (9) In isentropic compressions shock
waves do not outrun the implosion front.  The waveform for the drive pressure in
isentropic compressions is very sharply rising in time and very sensitive to the temporal
profile of the drive temperature.

Quasi-spherical adiabatic compressions on pulsed-power drivers offer several
advantages over isentropic ablatively driven compressions.  The first advantage is
efficiency.  In the quasi-spherical implosion kinetic energy of implosion is converted
directly into fuel internal energy.   This is much more efficient than converting kinetic
energy into radiation, and radiation back to kinetic energy again.  The second advantage
is insensitivity to drive shape.  Because the implosion is not isentropic the waveform of
the magnetic pressure may be used as the pulsed-power machine provides.  A third
advantage is that cryogenic fuel is not necessary.   A fourth advantage is that the quasi-
spherical shells are large, 8 mm on Z, therefore the ignition spots are large, hundreds of
microns, and burn fractions are improved over smaller 2 mm diameter isentropic pellets.

II. Adiabatic Quasi-spherical Compressions

In an adiabatic compression the kinetic energy of implosion of a shell is converted to
internal energy of plasma fill.  This can be realized on Z for high-Z shells such as
tungsten compressing low Z gases such as DT fuel. In quasi-spherical implosions the
change in load inductance is proportional to the shell radius.   For a quasi-spherical
implosion on Z with 20 MA to the load with the shell extending from -30 to +30 degrees
latitude as shown in figure 1, the kinetic energy of the implosion is determined by the
change of load inductance to be
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              K(kJ ) = 400r0 (cm)                                (1)

where r0 is the initial radius of the quasi-spherical shell.  The energy required to heat DT
fuel to the ignition temperature of 5-keV is

                                       E(kJ) = 600mf (mg)                      (2)

where  mf
 is the mass of the DT fuel.  Setting equation (1) equal to equation (2) gives

the maximum mass of DT fuel that can be volumetrically ignited as

                 mf (mg) < 0.67r0(cm)                  (3)

For a 4-mm radius quasi-spherical shell on Z the maximum amount of DT fuel that can
be heated to ignition is then 270-µg.   In an adiabatic compression all of the PdV work
done on the fill plasma is converted to plasma internal energy.  For such a situation the
fill plasma temperature T increases as the square of the convergence.

                  T = T0 (r0 / r )2
                                   (4)

If the fuel is preheated by ion sound waves to 200-eV, a further convergence of 5 is
necessary to heat the fuel to the ignition temperature of 5-keV.

In a quasi-spherical compression the magnetic pressure is greater at higher latitudes
because the current is closer to the axis.  To keep the acceleration constant along the
shell, typically the shell thickness t varies with latitude  as

                  tα (1/ cosθ)2
                                   (5)

                                            
This is depicted schematically in figure 1, which shows a quasi-spherical shell

appropriate for Z filled with 6-atmospheres of DT fuel.    The shell extends from -30
degrees to +30 degrees latitude to minimize shell mass variation while still maintaining
quasi-spherical compression.    The tungsten shell is 8-µm thick at the equator increasing
to 10.5-µm thick at 30 degrees latitude.

III. LASNEX Inputs

The circuit code SCREAMER is used to model the implosion of the quasi-spherical
shell shown in figure 1.  The results are shown in figures 2 through 4, which depict the
current, radius, velocity, kinetic energy, and magnetic pressure versus time.   Peak current
is 22 MA.  The implosion time is 100 ns. The peak velocity is 12.5 cm/µs and the peak
kinetic energy is 160 kJ.  The mass of the tungsten shell is 20 mg, and the mass of the DT
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fuel is 150 µg.  When the shell has reached a velocity of 10 cm/µs the magnetic pressure
is less than 30 Mbar.

The magnetic pressure as shown in figure 4 is used as a source term for a two-
dimensional LASNEX simulation.   The pressure shown in figure 4 is the equatorial
pressure.  The pressure versus latitude varies as in equation 5, and this pressure variation
with latitude is included in the source for the two-dimensional LASNEX simulation.

Figure 5 shows the skin depth versus shell temperature for a 100-ns pulse.  (10)
One can estimate the average temperature in the skin of the current-carrying shell by
setting Spitzer heating equal to Planckian radiation loss.

               T(eV) = 4.2(I(MA) / r0 (cm)).3636 (Zln Λ / δ).1818      (6)

By setting the skin depth to 50-µm, the shell radius to 0.4-cm, and the charge state to 8,
one arrives at the average temperature in the skin to be 87-eV.  Deeper into the shell than
the skin depth one expects the temperature to drop.  By approximating an exponential
decay in the current one can arrive at a temperature variation across the shell.

This temperature variation is shown in figure 6 and is used as the initial temperature
of the shell mass for the two-dimensional LASNEX runs.  The initial density of the shell
mass is set by uniformly distributing the mass over a 400-µm thickness.    One sees from
figure 6 that the current will only heat the outermost portion of the plasma shell.   The
two-dimensional LASNEX simulation inputs then vary the shell mass as a function of
latitude and the shell temperature as a function of radius.

IV. LASNEX Outputs

The implosion of the quasi-spherical shell of figure 1 in LASNEX closely matches
the implosion of the shell in SCREAMER.  This is indicated in figure 7, and shows that
the pressure source in LASNEX is appropriately imploding the quasi-spherical shell.

With respect to the time scale of figures 2 through 4 the LASNEX run starts at 50-
ns. The temperature inputs across the thickness of the shell as modeled in section III are
consistent with the radiation transport included in LASNEX in that they persist for 25-ns
in the LASNEX run until the shell starts to implode and a shock is launched through the
shell.   This occurs around 75-ns.

At 105-ns the shell has imploded from 0.4-cm radius to 0.3-cm radius.    At this time
the outside of the shell is at 80-eV, the inside is at 10-eV, and the fuel is at 2-eV.  Also at
this time an ion acoustic shock is about to break out of the inside of the shell and enter
the fuel.  Another feature of great importance at this time is that surface mass flow from
the high latitude at 30-degrees towards the equator begins.  This flow will ultimately limit
the convergence to about 20.  As mass flows away from the slide cone, the implosion
proceeds more rapidly there, and the final shape of the assembled fuel will be a pancake
at the equator.  Indeed the choice of a quasi-spherical load to only 30-degrees rather than
45-degrees is made to minimize the effects of this surface mass flow.

From 115- to 121-ns the DT fuel experiences rapid heating to 200-eV as indicated in
figure 8.  This heating is due to an ion acoustic wave travelling through the fuel towards
the center of the shell.  At this time, 121-ns, the fuel is slightly over 1-mm in radius, and
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the convergence is just under 4.  To reach an ignition temperature of 5-keV, a further
convergence of 5 is required.

From 121- to 128-ns the fuel is heated to 3.5-keV, and the total convergence is about
20, giving a 400-µm-diameter fuel spot that rapidly distorts to a pancake.   The fuel has
not reached 5-keV due to some heating of the inner tungsten shell wall. The total width of
the tungsten shell is 400-µm at 128-ns.  The mean temperature of the tungsten shell at
peak compression is 200-eV.  For the fuel to reach ignition an additional convergence of
20% would be needed.

The heating of the fuel from 121- to 128-ns is nearly adiabatic as indicated in figure
9, which shows the fuel temperature versus fuel outer radius.  For a radius below 0.11-cm
the temperature increases as the inverse square of the radius.  In this type of load the fuel
is heated to roughly 200-eV by an ion acoustic shock, then heated to 3.5-keV by adiabatic
compression.

The neutron yield for this load is 1.5e17.  This is a large number for a system that
does not even ignite.    The energy yield is 400-kJ, which is greater than the kinetic
energy drive of 160-kJ.  The system could then achieve breakeven with a gain of 2.5.
The neutron yield at 127-ns, before the onset of mix while the shell is still imploding with
convergence at 13 and temperature at 2-keV, is 1e15.

V. Experimental Access

The tungsten shell is of sufficient mass and opacity that radiation from a dopant in
the fuel, such as argon, will not be detected when viewed from the outside of the tungsten
shell.  However such radiation, from argon or neon dopants, can be viewed with the axial
diagnostic package on Z through a beryllium window in the glide cone.  The axial
package supports time-resolved x-ray  imaging, spectroscopy, and bolometry for
measuring the fuel temperature  during the last 10-ns of its compression.   The radiation
temperature of the inside of the glide cone would also be recorded.  The x-ray imaging
would record the shell radius as a function of time.   For times earlier than 10-ns before
peak compression, silicon photodiode arrays or transmission grating spectrometers could
be used to measure the fuel temperature.

Side-on x-ray imaging can measure a lower bound for the convergence since the
tungsten shell is in general larger in radius than the outer radius of the fuel.  Side-on x-ray
diagnostics can also record the temperature of the outside of the shell as a function of
time, and this would be compared with the LASNEX simulation.

The existing diagnostics are adequate for diagnosing these implosions since the final
spot size of any burning fuel would be hundreds of microns.

Neutron activation and time-of-flight detectors are also ready on Z.  The neutron
time-of-flight detector should receive enough signal to measure ion temperature at bang
time.

VI. High Yield
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In order to obtain high yield above 1 GJ, on a machine such as ZX, at 60 MA, a
double shell configuration should be used.   The outer shell would be made of a  high-Z
material and filled with DT gas as the main fuel.  Inside of the main fuel would be a
tungsten spark plug shell filled with igniting fuel.  The spark plug is at roughly one-
quarter the diameter of the outer shell.  As the outer shell compresses the main fuel,
plasma pressure builds, implodes the inner tungsten shell, and ignites the fuel in the spark
plug.  If the burn in the spark plug is strong enough, it will burn through the tungsten
shell and ignite the main fuel.  This design is very efficient since the main fuel is heated
to only 200-eV before it ignites.    Such a configuration has ignited the spark plug and
burned the main fuel in 1D LASNEX simulations for ZX.

VII. Summary

2-D LASNEX simulations of the implosion of an 8-mm diameter quasi-spherical
tungsten shell on Z filled with 6-atmospheres of DT fuel show the fuel heating to a near-
ignition temperature of 3.5-keV with a convergence of 20.  The peak implosion velocity
is 13-cm/µs.  The convergence is limited by surface mass flow from higher latitudes to
the equator.    As the fuel is compressed to a convergence of 13 the neutron yield is 1e15.
The yield of 1e15 would be obtained before the onset of mix of the tungsten shell with
the DT fuel.  The final neutron yield with a convergence of 20 without mix is calculated
to be1.5e17.  The DT fuel is heated to 200-eV at a radius of 0.11 cm by an ion acoustic
wave.  Thereafter the fuel is heated by adiabatic compression to 3.5-keV at a radius of
0.02 cm.   The diagnostics in place on Z are adequate to measure convergence, inside and
outside shell temperature, and fuel temperature as a function of time.
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Figure 1.  8 mm diameter quasi-spherical tungsten load for Z 
filled with 6 atmospheres of DT fuel.  



Figure 2. Radius and current versus time as calculated by 
SCREAMER for the quasi-spherical load of figure 1. 



Figure 3. Velocity and kinetic energy versus time as calculated by 
SCREAMER for the quasi-spherical load of figure 1. 



Figure 4. Radius and magnetic pressure versus time as calculated 
by SCREAMER for the quasi-spherical load of figure 1. 



Figure 5. Skin depth versus plasma temperature 
for a 100 ns current rise time.



Figure 6.  Temperature variation versus plasma shell 
depth.



Figure 7.  Radius versus time of imploding shell from 
SCREAMER and from LASNEX.



Figure 8.  Fuel temperature and outer radius versus time.



Figure 9.  Fuel temperature versus radius.  Below a 
radius of .11 cm the temperature increases as (1/r)^2.



Figure 10.  Maximum fuel to shell mass ratio limited by the 
shell burst pressure.  Titanium shells hold the most fuel. 
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